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Presented in the interest of safety for all car car rier operators 

1.1 Improper use of this equipment can be dangerous !

Incorrect operation can result in bodily injury to the operator and bystanders. Therefore, a thorough
understanding of the "operating principles" and "op erating instructions" as found in this manual is
essential.



1.2 Study each job to be done. Apply common sense j udgment to assure safety to yourself and bystanders .  

1.3 Plan ahead. Work safely. Avoid accidental damag e and injury. If an accident or fire does occur, re act 
quickly with the tools and skills at hand. Know how  to use a first aid kit and a fire extinguisher - a nd where 
to get assistance.   

1.4 Read and understand the following instructions.

1. READ THE INSTALLATION/OPERATION/MAINTENANCE/PART S MANUAL FOR WARNINGS AND 
PRECAUTIONS.  

2. NEVER TAKE ANYTHING FOR GRANTED. DON'T ASSUME TH AT EVERYTHING IS ALL RIGHT AT THE 
START OF WORK TODAY JUST BECAUSE EVERYTHING SEEMED ALL RIGHT AT THE END OF WORK 
YESTERDAY. BEFORE BEGINNING OPERATION, THOROUGHLY I NSPECT THE ENTIRE CAR CARRIER TO 
BE SURE IT IS IN GOOD OPERATING CONDITION.   

3. VISUALLY INSPECT THE CAR CARRIER FOR EVIDENCE OF  PHYSICAL DAMAGE, SUCH AS CRACKING, 
BENDING, OR DEFORMATION OF PLATES OR WELDS. INSPECT  CAREFULLY FOR CRACKING OR FLAKING 
OF PAINT, WHICH MAY INDICATE A DANGEROUS CRACK IN T HE STRUCTURE BENEATH. DO NOT 
OPERATE UNTIL REPAIRS ARE MADE.   

4. LOOSE OR MISSING HARDWARE, BOLTS, NUTS, AND PINS  SHOULD BE PROPERLY TIGHTENED OR 
REPLACED WITH MANUFACTURER'S SPECIFIED HARDWARE.   

5. CHECK FOR FLUID LEAKS. HYDRAULIC SYSTEM LEAKS MU ST BE CORRECTED BEFORE THE CAR 
CARRIER IS OPERATED. INSPECT ALL HYDRAULIC HOSES, E SPECIALLY THOSE WHICH FLEX OR MOVE 
IN SERVICE, AND REPLACE IF NECESSARY. SECURE ALL CA PS AND FILLER PLUGS FOR ALL SYSTEMS.   

6. YOUR CLOTHING SHOULD BE RELATIVELY CLOSE FITTING .

7. ALWAYS WEAR PROTECTIVE ITEMS SUCH AS SAFETY GLAS SES, GLOVES, REFLECTIVE CLOTHING 
AND SAFETY SHOES.   

8. BEFORE OPERATING THE CARRIER, REFER TO THE CARRI ER'S CAPACITY LABELS ON THE BED SILL 
AND INSIDE THE DOOR OF THE CAB AND IN THE SPECIFICA TIONS SECTION OF YOUR OPERATING 
MANUAL. FOR CHASSIS CAPACITY, CONSULT YOUR TRUCK DE ALER. NEVER EXCEED 
MANUFACTURER'S LOAD RATING. THE STIPULATIONS PERTIN ENT TO THESE RATINGS SHALL ALWAYS 
BE CAREFULLY OBSERVED. RATINGS SHOWN ARE BASED ON T HE HYDRAULIC, MECHANICAL, OR 
STRUCTURAL DESIGN OF THE CAR CARRIER RATHER THAN ST ABILITY. IT IS ALWAYS UNSAFE TO 
APPLY ANY LOAD WHICH IS GREATER THAN RATED LOAD SHO WN ON THE DATA PLATE.   

9. DO NOT USE THIS EQUIPMENT EXCEPT ON SOLID, LEVEL  SURFACE WITH THE TRUCK BRAKES 
LOCKED.   

10. OPERATE ALL CONTROLS SLOWLY AND SMOOTHLY TO AVO ID DAMAGE TO THE CAR CARRIER OR 
INJURY TO PERSONNEL.   

11. DO NOT OPERATE, WALK OR STAND BEHIND A CARRIER BED OR CRAWL UNDER A SUSPENDED 
BED.  

12. NEVER EXTEND THE CARRIER BED OVER ANYONE.

13. DO NOT USE THE CARRIER TO TRANSPORT PEOPLE.

14. KEEP WHEEL LIFT LOAD WITHIN ONE FOOT OF THE GRO UND WHENEVER POSSIBLE.   

15. FOR TRAVEL, THE BED AND WHEEL LIFT MUST BE IN S TOWED POSITION AND THE P.T.O. 



DISENGAGED. 




